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ABSTRAK

Kota Bandung merupakan salah satu kota besar di Indonesia. Terdapat berbagai
macam aktivitas yang dijalankan masyarakat sesuai dengan kebutuhannya.
Adanya persimpangan dengan lajur kereta api membuat suatu masalah khusus
yang kompleks bagi sistem transportasi di perkotaan. Oleh karena itu dalam
penelitian ini akan dilakukan kajian atas kinerja lalu lintas pada lintasan kereta api
di Jalan Jenderal Ahmad Yani.

Penelitian ini bertujuan untuk mengevaluasi kinerja lalu lintas pada lintasan
Kereta Api di Jalan Jenderal Ahmad Yani dengan membandingkan panjang
antrean hasil hitungan dan survei lapangan, menentukan waktu perjalanan (travel
time) dari titik A ke titik B, menentukan kecepatan kendaraan saat melewati jalan
rel serta mengkaji tundaan operasional lalu lintas.

Berdasarkan hasil analiisis, kecepatan rata-rata kendaraan di Jalan Jenderal
Ahmad Yani pada STA 0 + 950 dan pada STA 0 + 985 adalah 9,68 km/jam dan
9,8 km/jam, tingkat pelayanan untuk STA 0 sebesar 0,55 sedangkan pada STA
1+600 sebesar 0,6. Perbandingan panjang antrean pada STA 0 + 690 selisihnya
5,53 m sedangkan pada STA 1 + 155 selisihnya 53,65 m, waktu perjalanan pada
trip A-B sebesar 4,07 menit sedangkan untuk trip B-A sebesar 2,95 menit,
persentase kendaraan bermotor yang melewati lintasan kereta api sehingga
menyebabkan tundaan operasional didapat sebesar 12,16%. Untuk meningkatkan
kinerja pada Jalan Jenderal Ahmad Yani diperlukan rambu-rambu lalu lintas agar
mengurangi tundaan.

Kata kunci: Kereta Api, kecepatan, volume, panjang antrean, waktu perjalanan
(travel time), tundaan, hambatan samping.

iX Universitas Kristen Maranatha



EVALUATION OF TRAFFIC PERFORMANCE ON
TRAIN TRACK IN JENDERAL AHMAD YANI

Febrizeland Ady Putra
NRP: 1521080

Supervisor: Prof. Dr. Ir. Budi Hartanto Susilo, M. Sc.

ABSTRACT

Bandung is one of the major cities in Indonesia. There are various kinds of
activities carried out by the community in accordance with their needs. The
existence of conversations with trains creates special problems that are complex
for urban transportation systems. Therefore, this research will conduct research
on traffic on the railroad track on Jenderal Ahmad Yani.

The latest research results on the railroad on Jenderal Ahmad Yani by comparing
the length of the queue results of calculations and field surveys, determine travel
time (travel time) from point A to point B, change vehicles when traveling
railroad tracks and assess operational delays in traffic.

Based on the analysis results, the average speed of vehicles on Jenderal Ahmad
Yani at STA 0 + 950 and at STA 0 + 985 is 9.68 km / h and 9.8 km/ h, the service
performance for STA 0 is 0.55 when at STA 1 + 600 of 0.6. Comparison of queue
length on STA 0 + 690 the difference is 5.53 m while on STA 1 + 155 the
difference is 53.65 m, travel time on AB trips is 4.07 minutes while for BA trips is
2.95 minutes, the average vehicle movement required by the railroad track so that
it caused an operational delay of 12.16%. To improve performance on Jenderal
Ahmad Yani, traffic signs are needed to reduce delays.

Keyword: Railroad, speed, volume, queue length, travel time, delay, side
obstacles.
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